
Product Description:
Petra’s Universal Synthetic Power Steering Fluid combines 
exceptional low-temperature fluidity with outstanding shear 
stability to meet and exceed the OEMs’ strictest prerequisites.  
Not recommended for top-off.

Advantages & Uses:
• Advanced, full synthetic formulation for 
 superior performance
•  Suitable for use in the following OEM power steering systems 

or where these specific OEM fluid are recommended:
 - Audi/VW PN G002000 (Pentosin CHF 7.1)
 - Audi/VW PN G002012 (Pentosin CHF 11S)
 - GM PN 88901975
 - GM 9985835 PN 12345866 (cold climate)
 - MB 236.3 PN 000 989 88 03
 - MB 345.0 PN 001 989 24 03
 - Saab PN 30 32 380
• Helps keep power steering units clean
• Helps reduce wear and valve noise over a wide 
 temperature range
• Non-foaming and non-corrosive
• Compatible with ALL power steering systems

Features:
• Helps protect against wear, oxidation and corrosion
• Helps restore quiet, smooth steering control
• Conditions seals and hoses

 Typical Properties Test 
Method Result

Appearance Visual
Pale Green 
Transparent 
Liquid

Density, g/cm3 @ 20°C ASTM D4052 0.829

Viscosity cSt @ 40°C ASTM D445 19.5

Viscosity cSt @ 100°C ASTM D445 6.0

Pour Point, °C ASTM D92 -55

Flash Point, °C ASTM D97 160
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